
TOWN OF SULLIVANõSISLAND
DRB Applicant Presentation

Historic Projects



Historic Review Process

1. Define the project and determine strategy for preservation 
(stabilization, rehabilitation, restoration, or reconstruction)

2. Discuss Size, Context, Orientation, 

3. Explain elevating strategy (if applicable Z.O. §21-44)

4. Explain changes to historic materials
×Windows

×Doors

×Roof materials

×Siding

×Porches

×Architectural Details (Chimneys, ornamentation, etc.)

**Use the below SOI guidelines to illustrate your project.



Note the Treatment Strategy:

ÅPreservationfocuses on the maintenance and repair of 
existing historic materials and retention of a property's form 
as it has evolved over time.

ÅRehabilitationacknowledges the need to alter or add to a 
historic property to meet continuing or changing uses while 
retaining the property's historic character.

ÅRestorationdepicts a property at a particular period of time in 
its history, while removing evidence of other periods.

ÅReconstructionre-creates vanished or non-surviving portions 
of a property for interpretive purposes.

https://www.nps.gov/tps/standards/four-treatments/treatment-preservation.htm
https://www.nps.gov/tps/standards/four-treatments/treatment-rehabilitation.htm
https://www.nps.gov/tps/standards/four-treatments/treatment-restoration.htm
https://www.nps.gov/tps/standards/four-treatments/treatment-reconstruction.htm


Ensure Historic Preservation Standards are met:
Å Using a propertyas it was used historically or giving a new use that requires minimal change to its 

distinctive materials, features, spaces, and spatial relationships; 

Å Retaining and preservingthe historic character of a property; avoidance of the removal of distinctive 
materials or alteration of features, spaces, and spatial relationships that characterize a property; 

Å Avoiding changesthat create a false sense of historical development, such as adding conjectural features 
or elements from other buildings; 

Å Retaining and preservingchangesto a property that have acquired historic significance in their own right; 

Å Preserving distinctive materials, features, finishes, and construction techniques or examples of 
craftsmanship that characterize a property; 

Å Repairing rather than replacing deteriorated historic features; or where the severity of deterioration 
requires replacement of a distinctive feature, the new feature will match the old in design, color, texture, 
and, where possible, materials; 

Å Utilizing the gentlest means of chemical or physical treatments; 

Å Protecting and preserving the archeological resources in place, and if disturbing, mitigation measures will 
be undertaken; 

Å Not destroying historic materials, features, and spatial relationships that characterize the property; 
differentiating the new work from the old and making it compatible with the historic materials, features, 
size, scale, and proportion, and massing to protect the integrity of the property and its environment; and, 

Å Undertaking new construction in such a manner that, if removed in the future, the essential form and 
integrity of the historic property and its environment would be unimpaired.



Additions:
Å Ensure following Standards for Neighborhood Compatibility are met.

Å Reference New Construction DRB Applicant Presentation.



2ÅÃÏÍÍÅÎÄÅÄȣ 

ÅPreserve significant materials, features and form, 
ŀƴŘ ǇǊŜǎŜǊǾŜǎ ǘƘŜ ōǳƛƭŘƛƴƎΩǎ ƘƛǎǘƻǊƛŎ ŎƘŀǊŀŎǘŜǊΦ 

ÅBe differentiated from the historic buildingτand 
does not detract fromτthe historic building, and 
cannot itself be confused as historic.

Cite SIS Guideline standards for Rehabilitation :
Å Pg. 26, Standard 9
Å Pg. 65, Alterations/ additions for new use
Å Pg. 80, 93, 105, Compatibility with historic structure



2ÅÃÏÍÍÅÎÄÅÄȣ 

The small addition on the right is clearly secondary and 
compatible in size, materials and design with the historic 
building.



.ÏÔ 2ÅÃÏÍÍÅÎÄÅÄȣ

alter and obscure its distinctive shape and form.



!ÄÄÉÔÉÏÎÓ ÓÈÏÕÌÄ ÎÏÔȣ
be starkly different from the architectural style of 
the historic home. Massing is incompatible.



Elevating & Moving Homes



Elevating Historic Buildings



Recommended for elevating

ÅSeeTownstandards21-44

ÅConsidering adaptive options, if the
treatment can be implemented without
negativelyimpactingthe historic character
of the districtΧ

ÅImplementinglocal and regional traditions
(such as elevating residential buildings at
risk of flooding)Χif they are compatible
with the historic characterof the building,
its site,andsetting.



Windows



3ÔÒÁÔÅÇÙ ÓÈÏÕÌÄȣ

ÅIdentify, retain, and preserve

ÅReplace components (hinges, latches, weights 
sash chains, or cords)

wŜǇƭŀŎŜƳŜƴǘ ƻƴƭȅΧ

ÅReplacement in kind only if extensively 
deteriorated or missing components.

ÅNew work should match the old in material, 
design, scale, and finish



Strategy should

Storm windows can help to 
preserve and insulate wood 
windows



Porches



Porches: Preservation
RECOMMENDED
Identifying, retaining, and preserving entrances and porches 
and their functional and decorative features that are important 
in defining the overall historic character of the building. The 
materials themselves (including wood, masonry, and metal) are 
significant, as are the features, such as doors, transoms, 
pilasters, columns, balustrades, stairs, roofs, and projecting 
canopies. 

NOT RECOMMENDED 
Replacing historic entrance and porch features instead of 
repairing or replacing only the deteriorated material. 


